SPECIFICATIONS

SHIELDING REQUIREMENTS:

ENTRY PANEL 1THK LEAD
BACK WALL 38°THK LEAD.
SIDE WALLS J5°TH LEAD.
ROOF 1 THK LEAD

CONSTRUCTION: MODULAR

STRUCTURE: SELF SUPPORTED

‘COMMERGIAL RATED: 40 LBS LIVE WEIGHTISQ FT

100 L8S DEAD WEIGHTISQ FT

oveRALL DIS:
SOMWIDTH X .60 LONG X 3.3 HIGH [16.4'X 2.3 X 11]

CLEAR HEIGHT INSIDE: 31 10]

'DOOR OPENING: 2.4 HIGH X 114 WIDE (8% 3.3]

SLIDING DOORS:  ONE MANUAL,FIXED BY LATCH

(ONE PNEUMATIC WITH MANUAL OVERRIDE

‘STANDARD SIDE PANEL: 1M WIDE X3.3M HIGH [3.311]
(DWICH CONSTRUCTION:

STEEL 3 (11" (1162)] - LEAD 10mm (39°) STEEL smm{ua]

STRUCTURE: 3 X "X 14" STEEL ANGLE, ALL AROUND

WEIGHT: 15008

‘STANDARD BACK PANEL: 1 WIDE X 331 HIGH [3311]
‘SANDWICH CONSTRUCTION:

STEEL 3mm 1" (1166)] - LEAD 10mm [36°) STEEL Smm{ua]
STRUCTURE: 3 X "X 14" STEEL ANGLE, ALL AROUND
WEIGHT: 15008

‘STANDARD ROOF PANEL: 1M WIDE X 500 LONG [33X16.4]
‘SANDWICH CONSTRUCTION:

STEEL 3 [U8" (1163 - LEAD 6 [} STEEL sm{14]
STRUCTURE: MG 6 X 16.3 STEEL CHANNEL, ALL AROUND.
WEIGHT: 2508

‘STANDARD DOOR PANEL: 1M WIDE X 2.5 HIGH [3.%81
NDWICH CONSTRUCTION:

STEEL S (15" (11a)] - LEAD 10mm [357- STEEL 6m(1i4]

WEIGHT: 00l

LABERYNTH PANELS: UTILITIES, CABLES, VENTILATION, OZONE

UTILITIES: CHILLED WATER -0 41157
DIwATER
COMPRESSED AR 909
ELECTRICAL POWER 30KVA 120208V

SPAN 244 [800]

RUNWAY LENGTH 6.70M [22.00]
CLEAR HEIGHT aM [10]
‘CAPACITY: 1000Kg [1 TON]

ILLUMINATION: FLUORESCENT- OFFICE RATED: 100 FOOT GANDLE.
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